GT Exhaust Systems, Inc. 201-4100 Series
Phone: 402-323-7272 Fax: 402-323-7270 Residential Grade

APPLICATION

Silencers designed for areas where ambient noise levels are
relatively low. Excellent for use on stationary, marine, and mobile
power units.

Typical Attenuation: 1910 25 dB’A

INSTALLATION
May be installed in any position

CONSTRUCTION

Silencers feature heavy-duty steel double shell construction.
Standard with male threaded pipe nipples on sizes through 3.5”, and
125/150# steel plate flanges on 4” and up.

MATERIAL OPTIONS
A variety of material options are provided to satisfy most
applications and budgets:

(o3 Carbon Steel

AS Aluminized Shell

AH Aluminized Shell and Heads
S Stainless Steel

FINISH
Standard finish is high heat silicone black or aluminum, depending
on material options. Consultfactory for optional coatings.

STAINLESS STEEL OPTIONS: 304, 316, & 316L

CUSTOM PRODUCTS
Special requirements? GT can customize its products to meet your

Specifications.
Model SGE D||3A OACL-1 OIPL-Z OAFL-3 MTN M;X G wr
201-41015 15 6 30 27 24 2 12 5 25
Representative Attenuation Curve for 2014100 Series 201-4102 2 7 36 33 30 3 16 6 35
. Octave Band 201-41025 25 8 42 39 36 3 21 7 39
g 2014103 3 8 42 39 36 3 20 7 42
<f I~ | 20141035 35 10 46 43 40 4 21 8 48
fL 2014104 4 10 46 43 40 5 20 8 50
52 e 201-4105 5 10 54 51 48 6 26 9 60
s s mw sow  lme mem eme oo | 201-4106 6 12 54 51 48 6 24 9 69
conereenen 1 2014108 8 18 61 57 54 8 23 13 145
201-4110 10 22 74 71 67 12 31 15 220
Pressure Drop for 2014100 201-4112 12 26 75 72 69 13 30 17 330
» 201-4114 14 30 100 97 94 15 44 19 615
g = ‘/’ 201-4116 16 36 114 111 109 17 56 22 980
EE p 201-4118 18 36 126 123 109 18 58 22 1175
84 201-4120 20 42 139 136 133 20 72 25 1300
"2 e 201-4122 22 48 141 138 136 22 66 29 1575
T . . . o .| 2014124 24 54 142 139 137 24 66 31 2000
BT VELOGTVINTHOUSAND FTPER MINUTE All dimensions are in inches.

Inlet Sizes available up to 30.0”
ORDERING INFORMATION

When ordering, please place Material and Style Options as illustrated in the
examples below:

201-4104-2-C  Carbon Steel Construction with Style 2 -- Side Inlet
201-4112-3-AS Aluminized Shell with Style 3 -- Side Inlet (x) Side Outlet
201-4108-1-S  Stainless Steel with Style 1 -- End Inlet
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